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Connectivity to Major Carriers, Cloud Providers and Partners 
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THE FACILITY
370,500 sq ft data centre supported by a Tier III+ architecture

Delivers 30 MW of critical IT capacity

800mm raised floor capable of supporting high density cooling

15k-N per square metre structural loadings

52RU rack compatible 

CONNECTIVITY
This premier data centre serves as one of the critical exchange 

points of the Digital Realty Ecosystem and brings together an 

established carrier neutral connectivity environment with a wide 

range of telecommunications providers, service providers and 

business partners in an open cross connect model.

Diverse and redundant fibre routes run from the street to the fully 

redundant (2N UPS plus in-house generator) Point-of-Presence 

Rooms (POPs) located in the data centre. 
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CARRIER-NEUTRAL CONNECTIVITY 
IN ADDITION TO SINGTEL, STARHUB AND OPENNET
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Digital Realty’s 29A building interconnects with 

key peering locations within Singapore. Map is indicative only



SPECIFICATIONS

Dedicated diverse and redundant 22kV utility pow r supplies

and 22kV power switch rooms

UPS total capacity of up to 21.6 MW

Each data centre floor has four 3MVA HT/LV power transformers

configured as 2N, giving a total of 6MVA power capacity

Generator tower capable of supporting 24 x 2MVA generators.

Each data centre floor has four 2MVA power generators

configured as N+1, giving a total of 6MVA backup power capacity

700,000 litres fuel storage providing 48-hours of support

at full load conditions

Concurrently maintainable

Dual chilled water loops

Eight high efficiency 5.9MW water cooled chillers configured

as N+2

Eight 6.33MW open circuit cooling towers configured as N+2

Two 2,000 m³ make up water storage providing 48-hours of

support at full load conditions

DRUPS backed plant ensures continuous cooling

Concurrently maintainable

Access to global Tier 1 providers

Complete access to the Digital Realty Ecosystem

Diverse and redundant underground entry points to the building

Diverse and redundant POE (Point of Entry) rooms

Diverse and redundant POP (Point of Presence) rooms

Dedicated pathway available to the data centre

7 x 24 onsite security

2-factor authentication with biometric access to the data centres

CCTV monitoring 7 x 24 with digital recording and 90-day

archiving

Single entrance/exit

Vehicle crash barrier

Fence and crash bollard perimeter

X-ray screening and circular man trap entry



LOCATION TRAVEL TIMES
20 min• Singapore CBD

• Singapore Airport 25 min


